PL-8012HV

i £45/ Control System

Jik 5 I8 Aidzs 1/ Pulse width modulation control, 1520 uS / 333 Hz

T.{F 5%/ Operating Voltage 6.0V~84V

#isE L5/ Rated Voltage 60V ~84V

TAEESIR [/ Temperature -20C°~+ 60 C°

ik H / Testing Voltage 6.0V 7.4V 8.4V
%5 / Torque 10kg.cm/3520z-in 11kg.cm/3880z-in 13kg.cm/4580z-in
73 FE/ Unload Speed 0.10sec/60° 0.09sec/60° 0.08sec/60°
*#K FLAL/ Unload Current 590mA 750mA 870mA

11 %% i/ Loading Current 2200mA 2500mA 2700mA
SEIX | Dead band 3 usec

F#tn | Life Time >15000 Times / unload

fifE | Angle 55°+ 5 °

J71A | Direction X I CCW - [ 4F CW / pulse width 1500 to 2100 usec

FLHLIX )/ Motor Drive DX FET 3§zh/ FET Drive [ ]IC 3§%h/ IC Drive [ =#& 3KX5)/ Transistor Drive
ik 27/ Motor [ TGkl 3%/ Brushless [] 7504k Ty ik/ Coreless  [X] 8kt B ik/ DC

15 4% 43 /Angle sensor X LAz 4%/ potentiometer [ #if% /% #%/ magnet angle sensor

&5 4P 77 50 / Signal

X ¥ihi4/ Digital  []#48/ Analog

Z X 4w FE/Programmable

X H/Yes 175/ No

7K / Bearing

X 4@ 7/ Metal Bearing [ | & ii#i7/ Oil Bearing [ ] %k 47K/ Plastic bearing

WH AR 1 Gear

[ 144 Steel (HusaZY) [J4K/ Titanium [X 4/ Copper [ ] ¥/ Plastic

STk [ Case

[ 148/ Aluminium AL6061T6 X #ik+45 Plastic + Alu [] %8 Plastic

B %4 | Waterproof

X11P65 LJIP67 [JIPX7

Xt | Size

40.8x20.2x26.3 mm

#HE /Net Weight

459  CRETHL1E not including accessory)

28 H / Wire gauge 22 AWG
28K [/ Wire length 260 mm
HLJE 1 / Negative electrode | [ 45 Red [XI4%f Brown [ ]2 Black
HJE IE / Positive pole X 4t Red [ ]2 Black

{55 / Signal

(] At White X #8{ Orange [ K Grey

A/ Application

Xl 44 RC Car X % RC Boat
X EH I ML Helicopter X HL#: A Robot

X &2 # ¥HL RC Plane




